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PRODUCT CODE DESCRIPTION P-Max 12V P-Max 24V

102005 BowAdjust Pro
12/24V 400A

BowAdjust motor controller. 
In (12-48V); Out 12/24V 4.8 kW 9.6 kW

102006 BowAdjust Pro
12/24V 750A

BowAdjust motor controller. 
In (12-48V); Out 12/24V 9.0 kW 18.0 kW

PRODUCT CODE DESCRIPTION TYPE

101554 Additional control 
panel B-02 Single control panel for controlling a bow thruster from an additional location 

finger tip version

101068 Switch box 
double control

Automatic switch box to switch between the 2 control panels. Including 10 
meters connection cables.

Battery

•	 12 Volt tot 4,8/9.0 kW
•	 24 Volt tot 9.6/18 kW

12 - 24 Volt

12 - 48 Volt

Bow-Adjust 

Bow Adjust Control is a universal proportional motor controller for every type of Bow thruster, it gives you the perfect control of your 
boat.
Also perfect for any 48V propulsion system since no additional battery bank and charger is required.

Complete including.: 
1x Control panel B02 + cable and connection materials

• If 2 controllers are ordered (Bow and Stern) a dual control panel can be supplied.

Type: B-02

Additional Control Panels
• Each panel is supplied with 10 meters connection cable

Bow Adjust Control

Accessories

Universal Proportional Bow Thruster Motor Controller


